
   

CAIRN ENERGY INDIA PTY LIMITED 
(Incorporated in New South Wales, Australia – ACN 002 066 784) 

GLOBAL EXPRESSION OF INTEREST / PRE-QUALIFICATION FOR SUPPLY OF 
HIGH PRESSURE CD4MCU BALL VALVES:BLOCK RAVVA 

 
 
Cairn Energy India Pty Ltd. (“CEIL”) is the Operator of the offshore Ravva block located in the 
east coast of India. CEIL is planning to procure high pressure CD4MCU Ball Valves for Offshore 
Water Injection Pipe Lines. 
 
CEIL seeks Expression Of Interests  from suitably experienced Vendors who wish to receive 
tender documents  to supply high pressure CD4MCU Ball Valves under international Competitive 
Bidding(ICB) procedure.  
 
Specifics 
 
Only those Vendors who can comply with all of the following and can, by their submission, 
demonstrate a successful track record, listing previous projects, current projects in progress, 
clients, and client key contacts who may be approached, should respond to this Notice.   
 
Scope of Supply:  
 

 1 

Sl.No Decsription Qty 
1 14” BALL VALVE;RTJ;900#;FULL BORE,GEAR 

OPERATED 
1 

2 14” BALL VALVE;RTJ;900#;REDUCED 
BOREGEAR OPERATED 

1 

3 10” BALL VALVE;RTJ;900#;FULL BORE,GEAR 
OPERATED 

2 

4 10” BALL VALVE;RTJ;900#;REDUCED 
BOREGEAR OPERATED 

4 

5 8” BALL VALVE;RTJ;900#;FULL BORE,GEAR 
OPERATED 

4 

6 8” BALL VALVE;RTJ;900#;REDUCED 
BOREGEAR OPERATED 

8 

7 6” BALL VALVE;RTJ;900#;FULL BORE,GEAR 
OPERATED 

4 

8 6” BALL VALVE;RTJ;900#;REDUCED 
BORE,GEAR OPERATED 

12 

9 4” BALL VALVE;RTJ;900#;REDUCED 
BOREGEAR OPERATED 

3 

10 3” BALL VALVE;RTJ;900#;REDUCED 
BORE,GEAR OPERATED 

1 

11 2” BALL VALVE;RTJ;900#;REDUCED 
BORE,LEVER OPERATED 

30 



 2 

 
 

 Valves operable condition           : Pressure ranging upto 125 Bar and 25 Bar DP. 
 Service Media                               : Saline Water 
 Operable Temperature Condition: 1250C Maximum 
 Environment                                   : Saline atmosphere 
 Ambient Temperature                    : 450C 
 Operation      : Frequent 
 Fire Safe as per API Class, Trunnion Mounted with 2 (or) Piece Construction. 
 All valves must be bi-directional and must be provided with antistatic devices and 

position indicators 
 Delivery: 8 to 10 Weeks 

 
The Vendor must submit details for the following: 

 

1. Company details, equipment owned and experience in supply of similar Valves. 

2. Past 3 years experience record in execution of similar contracts. 

3. Health, Safety and Environment policies, procedures and statistics covering the last 3 years. 

4. Corporate financial details: Company’s revenue and net worth details along with audited 
financial statements for the last 3 years.   

 
 
Interested Contractors who can fulfil all of the Specifics listed above must submit their response 
including the details and references stated above, in writing and by e-mail not later than 10 (ten) 
days from the date of this publication. The envelope shall be superscribed with “Supply of High 
Pressure CD4MCU Ball Valves - Ravva Block - Prequalification 2010” and shall be addressed 
to: 

 
Deputy General Manager (P&SCM) 

Cairn Energy India Pty. Limited 
Ground Floor, Paras Twin Tower Sector 54, Gurgaon 122 002 Haryana India 

Ph: +91 124 4764484 Fax: +91 124 476 4250 
E-mail:  Pr.Krishna@cairnindia.com www.cairnindia.com 

 
 

http://cairnindia.com/

	Specifics

